KELine® produktovy list

KELine®

Podstavce a nahradné filtre

Podstavec

Podstavec so zvy$enou nosnostou

vlastnosti

vhodny pre vSetky typy stojanovych a serverovych rozvadzacov
stcastou je protiprachovy filter

Farba

RAx-PO-Xxx-XN
Povrch

RAx-PO-Xxx-XD
Povrch

P/N:

RAC-PO-X66-XD |

P/N:

RAC-PO-X68-XD

P/N:

RAC-PO-X69-XD

P/N:

RAC-PO-X61-XD

P/N:

RAC-PO-X60-XD

P/N:

RAC-PO-X62-XD

P/N:

P/N:

RAC-PO-X88-XD

P/N:

|
|
|
|
RAC-PO-X86-XD |
l
|

RAC-PO-X89-XD

P/N:

RAC-PO-X81-XD |

P/N:

RAC-PO-X80-XD

P/N:

RAC-PO-X82-XD ]

C - Seda RAL7035 (Standard)
B - ¢ierna RAL9005

Struktarovany, matny

hibka
(mm)

600
800
900
1000
1100
1200
600
800

(kg)

900
1000
1100
1200

Sirka
(mm)
| P/N: RAC-PO-X66-XN | 600
| P/N: RAC-PO-X68-XN | 600
| P/N: RAC-PO-X69-XN | 600
[ P/N: RAC-PO-X61-XN | 600
| P/N: RAC-PO-X60-XN | 600
[ P/N: RAC-PO-X62-XN | 600
| P/N: RAC-PO-X86-XN | 800
| P/N: RAC-PO-X88-XN | 800
| P/N: RAC-PO-X89-XN | 800
| P/N: RAC-PO-X81-XN | 800
| P/N: RAC-PO-X80-XN | 800
[ P/N: RAC-PO-X82-XN ] 800
vlastnosti
vhodny pre vSetky typy stojanovych a serverovych rozvadzacov
sUcastou je protiprachovy filter
Farba

C - Seda RAL7035 (Standard)

B - ¢ierna RAL9005

Struktdrovany, matny

Sirka
(mm)
600
600
600
600
600
600
800
800
800
800
800
800

hibka
(mm)

600
800
900
1000
1100
1200
600
800
900
1000
1100
1200

(kg)

nosnost

400

)
nosnost

1500



;. _®
KELine® produktovy list KELine

Nahradny filter pre podstavce

Povrch Struktarovany, matny
- s ’ (é;‘::f) farba
IR S | ) 600 tierna RAL9005
; = | | 600 Seda RAL7035
: \ | 800 gierna RAL9005
L ] 800 geda RAL7035




